URBAN STANDARD SPECIFICATIONS Tor FUBLIC IMPFROVEMENT MANUAL

I'R.
CURING COMPOUND TO BE

5

"/ JOINTS, MIN. LAP 8"/

LONG #3 BAR CONTINUOUS
EXCEPT THROUGH ‘ED’

USED ON TOP OF SLAB TO
PREVENT BOND TO CURB

I
" ‘*5 BAR 8" LONG -

[=5/8" —mm

#4 TIE BAR 16" LONG @ 24" C-C.
PLACED IN PRE-FORMED KEY SECTION
EXPOSED FOR FUTURE PAVEMENT WIDENING

REMOVABLE P.C.C. CURB

DRIVEWAY DROP CURB

VARIES _|6'OR 7"

6" OR 7" P.C.C. INTEGRAL CURB
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SECTIONS, MATCH EXISTING
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3.0 (P.C.C. PAVING) ‘

2.5" (A.C.C. PAVING)
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STANDARD P.C.C. CURB & GUTTER

@ ‘BT-I"OR "L-I" JOINT WHERE T IS LESS THAN 8"

‘KT-2"OR 'L-2" JOINT WHERE T

| 01725/01

IS GREATER THAN OR EQUAL TO 8"

REV. | DATE BY

DATE: 03-03-98

P.C. CONCRETE CURB DETAILS
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